
CARPARX™

DETAIL

W12 X 72

HSS 5” x 3” x 3/8”

PL 1/4” x 3”

PL 1/4” x 1/4”
(POUR STOP)

W12 X 72

3”

3” 3”

97” OPENING

103” SILL FROM POUR STOP TO POUR STOP CLEAR

EDGE DETAIL SAMPLE USING
TUBE STEEL OVER STRUCTURAL BEAM

GRADE LEVEL
CONSTRUCTION DETAIL:

WIDTH

103”

5-1/4” 6”

3/4”

3/4”

2 @ 12
2 @ 12

2 @ 123/16”
3/16” 2 @ 12

FIG.
1

Construction Guidelines
All Models



CARPARX™

DETAIL

W12 X 72

HSS 5” x 3” x 3/8”

PL 1/4” x 3”

PL 1/4” x 1/4”
(POUR STOP)

W12 X 72

3”

3” 3”

229” OPENING

235” SILL FROM POUR STOP TO POUR STOP CLEAR

EDGE DETAIL SAMPLE USING
TUBE STEEL OVER STRUCTURAL BEAM

GRADE LEVEL
CONSTRUCTION DETAIL:

LENGTH

235”

5-1/4” 6”

3/4”

3/4”

2 @ 12
2 @ 12

2 @ 123/16”
3/16” 2 @ 12

ST-2 Standard Model 234/226
VTS-2 Standard Model 234/226

ST-3 Standard Model 234/226

FIG.
2



CARPARX™

DETAIL

W12 X 72

HSS 5” x 3” x 3/8”

PL 1/4” x 3”

PL 1/4” x 1/4”
(POUR STOP)

W12 X 72

3”

3” 3”

221” OPENING

227” SILL FROM POUR STOP TO POUR STOP CLEAR

EDGE DETAIL SAMPLE USING
TUBE STEEL OVER STRUCTURAL BEAM

GRADE LEVEL
CONSTRUCTION DETAIL:

LENGTH

227”

5-1/4” 6”

3/4”

3/4”

2 @ 12
2 @ 12

2 @ 123/16”
3/16” 2 @ 12

ST-2 Short Model 226/218
VTS-2 Short Model 226/218

FIG.
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CARPARX™

DETAIL

W12 X 72

HSS 5” x 3” x 3/8”

PL 1/4” x 3”

PL 1/4” x 1/4”
(POUR STOP)

W12 X 72

3”

3” 3”

221” OPENING

219” SILL FROM POUR STOP TO POUR STOP CLEAR

EDGE DETAIL SAMPLE USING
TUBE STEEL OVER STRUCTURAL BEAM

GRADE LEVEL
CONSTRUCTION DETAIL:

LENGTH

219”

5-1/4” 6”

3/4”

3/4”

2 @ 12
2 @ 12

2 @ 123/16”
3/16” 2 @ 12

ST-2 Extra-Short Model 218/210
VTS-2 Extra-Short Model 218/210

FIG.
4



CARPARX™

DETAIL

W12 X 72

HSS 5” x 3” x 3/8”

PL 1/4” x 3”

PL 1/4” x 1/4”
(POUR STOP)

W12 X 72

3”

3” 3”

237” OPENING

243” SILL FROM POUR STOP TO POUR STOP CLEAR

EDGE DETAIL SAMPLE USING
TUBE STEEL OVER STRUCTURAL BEAM

GRADE LEVEL
CONSTRUCTION DETAIL:

LENGTH

243”

5-1/4” 6”

3/4”

3/4”

2 @ 12
2 @ 12

2 @ 123/16”
3/16” 2 @ 12

VTS-2 Extra-Long Model 242/234

FIG.
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CARPARX™

DRAIN OR SUMP RECOMMENDED

TO PUMP

LENGTH IS MODEL SPECIFIC

FLAT

MODEL PIT LENGTH PIT WIDTH

242/234  237” 97”

234/226  229” 97”

226/218  221” 97”

218/210  213” 97”

97
”

97
”

4 PVC CONDUIT TO
PUMP LOCATION

4 PVC CONDUIT TO
PUMP LOCATION

25” 25”

CARPARX VTS-2 LOWER LEVEL
MINI-PLT CONSTRUCTION

GUILDLINES

FIG.
6

CONTACT US FOR A FREE CONSULTATION (303) 623-7433
Denver Metro 720.881.2692 • Colorado Springs 719.635.7960 • Glenwood Springs 970.384.2212  



CARPARX™

ST-2 STANDARD DIMENSIONS 

Carparx Length Upper Platform Lower Platform Upper Platform Lower Platform Grade Level Maximum Floor Interplatform Vehicle
Model Designation Length Length Width* Width*  Opening to Floor* Spacing* Weight

ST-2 Standard 234/226 234" 226" 102" 94" 97" by 229" 96" ** 78" 6000 lbs
ST-2 Short 226/218 226" 218" 102" 94" 97" by 221" 88" ** 70" 6000 lbs
ST-2 Extra Short 218/210 218" 210" 102" 94" 97" by 213" 84" ** 66" 6000 lbs

VTS-2 STANDARD DIMENSIONS 

Upper Lower Upper Lower Maximum
Carparx Length Platform Platform Platform Platform Grade Level Mini Pit Floor to Interplatform Vehicle
Model Designation Length Length Width** Width**  Opening Dimensions Floor* Spacing* Weight

VTS-2 Extra Long 242/234 242" 234" 102" 94" 97" x 237" 97" x 237" x 25" 156" 78" 6000 lbs
VTS-2 Standard 234/226 234" 226" 102" 94" 97" x 229" 97" x 229" x 25" 144" 78" 6000 lbs
VTS-2 Short 226/218 226" 218" 102" 94" 97" x 221" 97" x 221" x 25" 132" 78" 6000 lbs
VTS-2 Extra Short 218/210 218" 210" 102" 94" 97" x 213" 97" x 213" x 25" 132" 78" 6000 lbs

* All dimensions subject to final shop drawings.

** Basement depth can be increased by the addition of height adjusting pedestals. Optional.

Vehicle weight limit is for lifting cars on the lower platform only. Two-car lifting option available on all models.


